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TO 8 FEET 0 INCHES.
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TYPICAL SECTION TYPICAL SECTION
CONTRACTION JOINT EXPANSION JOINT

1. EXPANSION JOINTS SHALL BE PLACED AT THE END OF EACH DAYS CONCRETE PLACEMENT REGARDLESS OF LENGTH AND
REGARDLESS OF THE CONSTRUCTION METHOOD.

2. HORIZONTAL REINFORCEMENT SHALL NOT PASS THROUGH CONTRACTION OR EXPANSION JOINTS.
3. SEE STANDARD NO 648.44-03 FOR 42 INCH F SHAPE CONCRETE MEDIAN TRAFFIC BARRIER BIFURCATED 4 FEET 0 INCHES

4. JOINT MATERIAL SHALL BE HELD IN PLACE BY NAILS. WATERPROOF ADHESIVE OR OTHER MEANS. AS APPROVED BY
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Maryland Department of Transportation
STATE HIGHWAY ADMINISTRATION

STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES
42 INCH F SHAPE CONCRETE MEDIAN TRAFFIC
naway sownsranon| BARRIER BIFURCATED 4 FEET O INCHES TO 8 FEET
aerov 32001 | g INCHES CONTRACTION AND EXPANSION JOINTS
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STANDARD NO. MD 648.44-05




